
Product	Specifications

Construction Textured	Loop

Backing Woven	Polypropylene

Dye	Method Solution	Dyed

Fiber	Type APEX	SDP®	Polyester

Face	Weight 20	oz./sy	(678	grams/m2)

Pile	Density 6786	oz./y3	(251.63	kg/m3)

Pattern	Repeat N/A

Gauge 1/10	(3.94	rows/cm)

Standard	Width 12	ft	3.66	m

Standard	Adhesive Commercialon	Premium	Carpet	Adhesive

Standard	Warranties Standard	Back
APEX®	SDP	Polyester	Fiber

Optional	Warranties iLoc®	Backing

Special	Technologies

Environmental	Specifications	&	Tests

NSF	140: N/A	Certified

Total	Recycled	Content 0%

Flooring	Radiant	Panel Class	1

Smoke	Density Less	then	450	flaming	(ASTM	E	662)

Static	Test Less	then	4	kv	(AATCC-134)

ADA	Compliance Compliant	For	Accessible	Routes

Pill	Test Yes

Lightfastness Yes

Quicksilver	20	Broadloom	|		3040B

Colorways

2152		Tungsten 2153		Cobalt 2154		Helium 2155		Platinum 2156		Xenon 2157		Titanium

2158		Carbon 2159		Iridium 2160		Mercury 2161		Silicon
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https://www.pentzcommercial.com/wp-content/uploads/Apex-SDP-Warranty.pdf
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